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Insulation monitoring
ESU-D2R
Insulation monitoring relay for unearthed DC-networks
DIN Rail mounting

Type: ESU-D2R/UC24V
Earth insulation resistance monitoring relay
Pre alarm 1 CO and main alarm 1 NO + 1 CO contact outputs 5 A / 250 V 
UC 24 … 48 V, operating voltages, monitoring of DC 12 … 48 V power supply networks. 
Monitoring of earth interruption on the device.
The device measures single or combined resistances occurring against + or – pole of the 
DC network. Adjustable alarm delay. Proved reliability in rolling stock applications.

Monitoring function
The ESU-D2 monitors the isolation resistance in non-
grounded DC-networks (24 – 48 V). 
Two alarm steps (prealarm AL1 and main alarm AL2) are 
indicated via separate output contacts. 
Displays: bargraph-display of the measured earthing 
resistance (green = ok). Two red LEDs show the ground 
tendency towards plus (+) or minus (–). 
Output terminals 5 V for the external display of the earthing 
resistance (0,1 V/kΩ). 
Test functions: Periodic automatic check, also with key 
“Test”. 
Environmental failures: monitoring of AC-short circuit, over-
voltage, ground interruption.

Measuring circuit data
Measuring / setting range for pre alarm      1 … 50 kΩ / 4 … 30 kΩ
Constant value for main alarm  4 kΩ
Tolerance  ≤ 10 %
Overvoltage alarm level of DC network 60 V
Input current + → - ≤ 5 mA
Sampling current pulses +/- → earth 0.2 mA
Overvoltage safety from earth to +/- poles    AC 250 V
Max. capacity +/- → earth 1.5 µF 1)

1) Types for capacitances until 60 µF on request

Time data
Alarm delay time adjustment range   0.1 … 10 s
Fault detection time 600 ms 
Auto reset time, fail to OK 1 s

Contacts
Type / Material 2 CO, 1 NO micro disconnection / AgNi
Rated operational current / min. contact load 5 A / 1 mA 12 V
Max. switching voltage (Fig. 1) 250 V 

Power supply
Nominal voltage UC 24-48 V
Operation voltage range 16.8 … 60 V
Power consumption 2 W
Voltage failure buffering ≥ 50 ms

Insulation
Test voltage contacts to other circuits 2 kVrms 1 minute

General specifications
Ambient temperature storage /operation -40 … +85 °C / -40 … +70 °C
Ingress protection rating  Housing:  IP 40, terminals: IP 20
Max. screw torque 0.5 Nm
Weight 250 g

Standard types

UC24-48 (AC/DC) ESU-D2R/UC24-48V
1055

75

50

TS
35

V

Installation to be monitored+
DC 0..52V

Pre alarm

Main alarm

Connect E1, E2 separately on E.

Only one ESU-D2 
per DC network!

Pluggable terminal blocks

Connection diagram

Fig. 2   DC load limit curve

Dimensions [mm]

Technical approvals, conformities

See table on page 53.
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4. Sockets

Application Types Rated load Pins

Socket for 11 pin relays and plug-in modules C11A 10A, 250V 

Socket for 11 pin relays and plug-in modules C12B0 10A, 250V 

Socket for 14 pin relays CS-144 10A, 250V 

Socket for miniature relays CS-118 10A, 250V 
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C11A
Socket for 11 pin plug-in relays C31D/R, C32D/R, R3-N3x and 
plug-in modules

Type: C11A
3-pole, 1 level
Module slot for over voltage suppressing and LED indicator modules,
coil bridge bus bar to connect in A2

Rated current 10 A

Specifications
Rated load 10 A
Insulation  Test voltage Vrms / 1 min
– All terminals/DIN rail 2.5 kV
– Terminal/terminal 2.5 kV
Cross-section of connecting wire
– Multi-wire 1 x 4 mm2, 2 x 2.5 mm2

Max. screw torque 0.7 Nm
Screw dimensions M3, Pozi, slot
Labelling space  detachable
Connection label  1...11; DIN/EN
Mounting DIN rail TS35 or panel mounting
Ambient temperature operation / storage -40 (no ice) … +70 ºC / -40 … +85 °C
Weight 56 g

Associated plug-in 11-pin relays  C31D/R, C32D/R and R3-N3x

Type C11A

Accessories 
Retaining springs, steel  HF-32 (Relays C31, C32)
 HF-33 (Timecube + Relays C31, C32)
 S3-C (Relays R3-N3x)

Coil bridge bus bar  C-A2

Marking strip cardboard white 8 x 16 L-16/5 (under transp. plastic cover)

Illuminated display RL1/…

Suppressing unit RC1/…
 RCL1/…
 RD1/…

Connection diagram

Dimensions [mm]

Technical approvals, conformities

See table on page 53.

10 (A2)

6 (21)

1 (11)

2 (A1)

11 (31)

9 (34)

3 (14)

7 (24)

5 (22)

4 (12)

8 (32)
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C12B0 
Socket for 11 pin plug-in relays C31D/R, C32D/R, R3-N3x and 
plug-in control modules

Type: C12B0
3-pole, 1 level
Module slot for timer- and monitoring modules, over voltage suppressing and 
LED indicator modules
coil bridge bus bar to connect in A2

Rated current 10 A

Specifications
Rated load 10 A
Insulation  Test voltage Vrms / 1 min
– All terminals/DIN rail 2.5 kV
– Terminal/terminal 2.5 kV
Cross-section of connecting wire
– Multi-wire 1 x 4 mm2, 2 x 2.5 mm2

Max. screw torque 0.7 Nm
Screw dimensions M3, Pozi, slot
Labelling space  detachable
Connection label  1...12; DIN/EN
Mounting DIN rail TS35 or panel mounting
Ambient temperature operation / storage -40 (no ice) … +70 ºC / -40 … +85 °C
Weight 61 g

Associated plug-in 11-pin relays  C31D/R, C32D/R and R3-N3x

Type C12B0

Accessories 
Retaining springs, steel  HF-32 (Relays C31, C32)
 HF-33 (Timecube + Relays C31, C32)
 S3-C (Relays R3-N3x)

Coil bridge bus bar  C-A2

Marking strip cardboard white 8 x 16 L-16/5 (under transp. plastic cover)

Illuminated display RL1/…

Suppressing unit RC1/…
 RCL1/…
 RD1/…

Connection diagram

Dimensions [mm]

Technical approvals, conformities

See table on page 53.

10 (A2)

12 (B1)

6 (21)

1 (11)

2 (A1)

11 (31)

9 (34)

3 (14)

7 (24)

5 (22)

4 (12)

8 (32)
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CS-144
Socket for 14-pin plug-in relays R4-Ax

Type: CS-144
4-pole, 2 connection level
Integrated retaining clip and labelling space

Rated current 10 A

Specifications
Rated load 10 A / 250 V
Insulation  Test voltage Vrms / 1 min
– All terminals/DIN rail 2.5 kV
– Terminal/terminal 2.5 kV
Cross-section of connecting wire
– Single-wire 4 mm2 or 2 x 2.5 mm2 
– Multi-wire 22 - 14 AWG 
Max. screw torque 1 Nm
Screw dimensions M3.5, Pozi, slot
Integrated retaining clip/plastic  for relay series C4
Labelling space  detachable
Connection label  1...14; DIN/EN
Mounting DIN rail TS35 or panel mounting
Ambient temperature operation / storage -40 (no ice) … +70 ºC / -40 … +80 °C
Weight 80 g

Associated, plug-in 14-pin relays R4-A4x

Type CS-144

Accessories 
Retaining spring, steel  S4-C
Retaining clip, plastic  S3-CMG

Connection diagram

Dimensions [mm]

Technical approvals, conformities

See table on page 53.

3 (11)

6 (21)

9 (31) 7 (32) 8 (34)

12 (41) 14 (A2) 10 (42) 11 (44)

4 (22) 5 (24)

13 (A1) 1 (12) 2 (14)

327 224 1 12

10 7 4 1

11 8 5 2

6

3
1314

12

9

CS-144

13 A114 A2

12 41 9 31 6 21 3 11

10 42

11 44 8 34 5 24 2 14

7 32 4 22 1 12

Incl. Clip

29338

M4/M5

3.6

21
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Connection diagram

Dimensions [mm]

Technical approvals, conformities

See table on page 53.

CS-118
Socket for miniature plug-in relays R7-A, R7-T

Type:  CS-18
2-pole, 1 level
integrated clip and marking label
suitable for C80 series time relays with clip
coil bridge bus bar to connect in A2
plug-in slot for overvoltage suppressing units

Rated current 10 A

Specifications
Rated load 10 A / 250 V
Insulation Test voltage Vrms / 1 min
– All terminal/DIN rail 2.5 kV
– Terminal/terminal 2.5 kV
Cross section of connecting wire
– Single wire 4 mm2, 2 x 1.5 mm2 
– Multi wire 2.5 mm2 / AWG 16, 2 x 1 mm2 / AWG 18
Max. screw torque 0.7 Nm
Screw dimensions M3, Pozi, slot
Integrated retaining clip/plastic for relays C7
Labelling space detachable
Connection label 1…8, DIN/EN
Mounting DIN rail TS35 or panel mounting
Ambient temperature operation / storage -40 (no ice) … +70 °C / -40 … +80 °C
Weight 37 g

Associated plug-in 8-pin relays R7-A, R7-T

Type CS-118

Accessories
Coil bridge bus bar S7-B
Retaining clip, plastic  RC-G

8 (A2) 4 (24)

6 (21) 2 (22)

5 (11) 3 (14)

7 (A1) 1 (12)
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EN 50155 EN 61373 NF F 16-101/102 EN 45545-2 UL
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S1 S2 C1 C2

Relays
C31D/R TX YES YES YES NO N/A Category 1, Class B F2 I3 E120922
C32D/R TX YES YES YES NO N/A Category 1, Class B F2 I3 E120922
R3-N3… T3 YES Category 1, Class B
R4-A4… T1 YES Approval in process
R7-A2… T3 YES Category 1, Class B
R7-T2… T3 YES Category 1, Class B
C203.6R TX YES YES YES NO YES Category 1, Class B F2 I3 HL2 HL2
CINT-21 TX YES NO YES NO NO Category 1, Class B F2 I3 HL2 HL2
CINT-22 TX YES NO YES NO NO Category 1, Class B F2 I3 HL2 HL2
CINT-25 T2 YES NO YES NO NO Category 1, Class B F2 I3 HL2 HL2
CINT-61 TX YES NO YES NO NO Category 1, Class B F2 I3 HL2 HL2
CINT-62 TX YES NO YES NO NO Category 1, Class B F2 I3 HL2 HL2
CINT-63 TX YES NO YES NO NO Category 1, Class B F2 I3 HL2 HL2
Time relays
RIC20-… YES YES YES NO NO In approval
RIC25-… YES YES YES NO NO Category 1, Class B
CIM1R TX YES YES YES YES YES Category 1, Class B F2 I3 HL2 HL2
CIM12R TX YES YES YES YES YES Category 1, Class B F2 I3 HL2 HL2
CIM13R TX YES YES YES YES YES Category 1, Class B F2 I3 HL2 HL2
CIM2R TX YES YES YES YES YES Category 1, Class B F2 I3 HL2 HL2
CIM22R TX YES YES YES YES YES Category 1, Class B F2 I3 HL2 HL2
CIM23R TX YES YES YES YES YES Category 1, Class B F2 I3 HL2 HL2
CIM3R TX YES YES YES YES YES Category 1, Class B F2 I3 HL2 HL2
CIM32R TX YES YES YES YES YES Category 1, Class B F2 I3 HL2 HL2
CIM33R TX YES YES YES YES YES Category 1, Class B F2 I3 HL2 HL2
CT32R (modul) TX YES YES YES NO YES Category 1, Class B F2 I3 HL2 HL2
CT32.31R (set) TX YES YES YES NO YES Category 1, Class B F2 I3
CT32.32R (set) TX YES YES YES NO YES Category 1, Class B F2 I3
CT33R (modul) TX YES YES YES NO YES Category 1, Class B F2 I3 HL2 HL2
CT33.31R (set) TX YES YES YES NO YES Category 1, Class B F2 I3
CT33.32R (set) TX YES YES YES NO YES Category 1, Class B F2 I3
CT36R (modul) TX YES YES YES NO YES Category 1, Class B F2 I3 HL2 HL2
CT36.31R (set) TX YES YES YES NO YES Category 1, Class B F2 I3
CT32.32R (set) TX YES YES YES NO YES Category 1, Class B F2 I3
Monitoring relays
CT512R (modul) TX YES YES YES NO YES Category 1, Class B F2 I3 HL2 HL2
CT512.31R (set) TX YES YES YES NO YES Category 1, Class B F2 I3
CT512.32R (set) TX YES YES YES NO YES Category 1, Class B F2 I3
CT515R (modul) TX YES YES YES NO YES Category 1, Class B F2 I3 HL2 HL2
CT515.31R (set) TX YES YES YES NO YES Category 1, Class B F2 I3
CT515.32R (set) TX YES YES YES NO YES Category 1, Class B F2 I3
CT516R (modul) TX YES YES YES NO YES Category 1, Class B F2 I3 HL2 HL2
CT516.31R (set) TX YES YES YES NO YES Category 1, Class B F2 I3
CT516.32R (set) TX YES YES YES NO YES Category 1, Class B F2 I3
CT524R (modul) TX YES YES YES NO YES Category 1, Class B F2 I3 HL2 HL2
CT524.31R (set) TX YES YES YES NO YES Category 1, Class B F2 I3
CT524.32R (set) TX YES YES YES NO YES Category 1, Class B F2 I3
MRI11R Approval in process
MRI32R Approval in process
MRM11R Approval in process
MRM32R Approval in process
MRU11R Approval in process
MRU32R Approval in process
ESU-D2R TX YES YES YES YES YES Category 1, Class B F2 I3
Sockets
C11A TX N /A N /A N /A N /A N /A Category 1, Class B F2 I3 HL2 HL2 E120922
C12B0 TX N /A N /A N /A N /A N /A Category 1, Class B F2 I3 HL2 HL2 E120922
CS-118 TX N /A N /A N /A N /A N /A Approval in process F2 I3 HL2 HL2 E196531
CS-144 TX N /A N /A N /A N /A N /A Category 1, Class B F2 I3 HL2 HL2 E196531

Technical approvals, conformities
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